
       "ACOUSTIC REVIVE"  AC STABILIZER

         MODEL: RAS-14

** Perfect Non-Contact type without Noise-Filter Circuit

** Rhodium Plated IEC Inlet.

** Electromagnetic wave absorption material(Natual Ore Particles) is filled

     in the 45mm Carbon Cylinder case.

** A natural Hickory(High rigidity and anti-vibration) is adopted at the 

    both end.

** A custom IEC inlet connector with Silver + Rhodium double plating and 

    Super-Cryogenic Prosessing.

This type of audio accessory is normally equipped with a built-in AC-filter or anThis type of audio accessory is normally equipped with a built-in AC-filter or anThis type of audio accessory is normally equipped with a built-in AC-filter or anThis type of audio accessory is normally equipped with a built-in AC-filter or an

Earth noise-filter, however, RAS-14 is not equipped with such a filter.Earth noise-filter, however, RAS-14 is not equipped with such a filter.Earth noise-filter, however, RAS-14 is not equipped with such a filter.Earth noise-filter, however, RAS-14 is not equipped with such a filter.

RAS-14 is a perfect non-contact type AC Stabilizer to absorb AC noise and RAS-14 is a perfect non-contact type AC Stabilizer to absorb AC noise and RAS-14 is a perfect non-contact type AC Stabilizer to absorb AC noise and RAS-14 is a perfect non-contact type AC Stabilizer to absorb AC noise and 

ground noise by a special magnetic wave absorption material.ground noise by a special magnetic wave absorption material.ground noise by a special magnetic wave absorption material.ground noise by a special magnetic wave absorption material.

RAS-14 is to be inserted between AC power cord and an audio equipment to RAS-14 is to be inserted between AC power cord and an audio equipment to RAS-14 is to be inserted between AC power cord and an audio equipment to RAS-14 is to be inserted between AC power cord and an audio equipment to 

reduce distortion and impurity in the sound in all frequency range, resulting in a reduce distortion and impurity in the sound in all frequency range, resulting in a reduce distortion and impurity in the sound in all frequency range, resulting in a reduce distortion and impurity in the sound in all frequency range, resulting in a 

clear sound, clear channel separation and sound stage.clear sound, clear channel separation and sound stage.clear sound, clear channel separation and sound stage.clear sound, clear channel separation and sound stage.

This effect also appears remarkably in visual equipments, clear contrast, This effect also appears remarkably in visual equipments, clear contrast, This effect also appears remarkably in visual equipments, clear contrast, This effect also appears remarkably in visual equipments, clear contrast, 

transparency, three-dimensional feeling, smooth action, etc.transparency, three-dimensional feeling, smooth action, etc.transparency, three-dimensional feeling, smooth action, etc.transparency, three-dimensional feeling, smooth action, etc.


